PAVEMENT STRENGTH SURVEY
STATE Alaska CITY Nenana AIRPORT Nenana Muni This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES Existing SoIL Subbase [Base Surface Pavement
Pavement Conditions CLASS Course Course Course Overlay  |Strength
(PCI) per last
CONSTRUCTION SOURCE OF inspection
IDENT. NAME ORIG. OVERLAY |AGENCY INFORMATION
RUNWAYS
Runway 3L-21R (Sta. 3" AC/Fabric
6100-01 18+00 - 44+00) 1988 City of Nenana AIP 3-02-0191-05 33 FG-4 Membrane S16
Runway 3L-21R (Sta. 2" AC/Fabric
6100-02 44+00 - 68+00) 1988 City of Nenana AIP 3-02-0191-05 28 FG-4 Membrane S16
TAXIWAYS
Classified Fill
100-01 Taxiway A 1988 City of Nenana AIP 3-02-0191-05 34 Type, A-2 6" CABC 2"AC
2" AC/Fabric
200-01 Taxiway B 1988 City of Nenana AIP 3-02-0191-05 28 Membrane
APRONS
Parking Apron 2" AC/Fabric
4100-01 (Extension) east 1988 City of Nenana AIP 3-02-0191-05 40 Membrane
Parking Apron Classified Fill
4100-02 (Extension) west 1988 City of Nenana AIP 3-02-0191-05 35 Type, A-2 6" CABC 2"AC

REMARKS:

This airport serves general aviation aircraft

Permafrost settlement areas are on Runway 3L-21R and Taxiway A+A18

Planned for reconstruction in 2003
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